Thank you for choosing this high guality camera, before attempting to connect or operate this product,

please read ihese instructions completely the instruclion carefully

COLOR CCTV CAMERA OPERATING MANUAL

SPECIFICATION ‘5

Fick up Element > 144" Sony Color CCD image sensar &
 Mumber of Pixal S12(HmA92(V) <NTSC> { 512(HmER2(V) <PaL>

Rasalulion L 380 TV linas

in, Mumination 1Llux/F20

SN Ralio

More than 48dB (AGT off)

Elecironic Shuller

150 (1/50) to 1100,000 sec.

Dimensicn (mm)

Waight

Garmma Correction 1 P moe 0.45

_White Balance .Auh:i white batanee
AGC Yas
Standard Board Lens faemmfF2,0 . e
Pinboballens. . 00~ [ SEEEE T fa.7mm { F2.0

| henEenole Piﬁhm:fr: t::: ‘e7.5°
| Wideo Qutpul 1.0 Vp-p composite, it
Microphone MIA Lo B -
Power Source DC12V+ 10% P
Current Consumplicn S0 mA

Board Lens: 36(W) x 36({H) x 14{D)
Pinhale Lens: 36{W) x 38(H) x 13{D)

105g

BRNING:
O PREVENT FIRE GR ELECTRIC SHDCK HAZARD,
O MOT EXPOSE THIS APPLIANCE TO RAIN OR MOISTURE.

General

This iz & color CCO video camera employs a 1/4" Sony charge coupled divice solid-stale imagng dovics
which provide exbremely long life and high rellability, The camera offers excellent reproducibiliby with law fag
and high burn rasistance, and is not subject 1o distortion from magnetlic fields and the camera functions
reliabilily in wide temperature range.

Features

3B0 TV lines of horizonial resclution and high quality piciure
Built in Al Electronic Shulter,

Minimum umination of 1Lux'F2.0 .

Signal-le-noise ralio of 48dB.,

Long life and kigh refiability.

Major operating controls and functions

th B Ly P2 =

L.:}; B84-41.0

1. D12V Inpet Terminal
This terminal is for connecting the 12V DE requiated powes supply cord,
2. Video Cutpul Conreclor (WIDED OUT)
This is conreclor is for connecting with the VIDED IM connector of lhe 1.r||:|¢|:| manilar,

Connections

1. Connest a video terminal of the camera(VIDED) and the video input lerminal of (e video monitar with a
T3 coaxial cable.
2. Connect the power terminal of the camera 1o a 12V DG requlated power supply.

Standard Accessories

1. WMain Body * 1
2. Power and Video cable
3. Instruction Manual * 1

I, Plaaze use carrect power adapton, 0C1 2V (regulated), lo operale s unil. The
power toderance of this unlt fs DG 12V 2 10% {DCID.8V=1 3 2V, over maximum
OC13.2Y power input will davmage s unil

2. Video ouiput (BMNC connector) of this unit can be only connecled fo maonitor. Pleasa
check the wiring of video output before power on,  If the power s offered through
video oulpul, he unil will be damaged,

1, MU ESETHENEN (DCI2V @E), £F5THAA LB ADC 12V H0%
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For faver use & correclo adaplador de energia eféctncg DG 2V frequlado) para

operar esta unidad, La folerancia de energia de esla unidad es de DC12Ve 10%

[OCI0EV-13.2V),  Sobrepasar el maximo de DC12.2V de Ja pofencia de enfrada
dafiara esia unidad.

I-.—' La polencia de salita del videe (Conactor BNC) de esta unidad pueds sclo ser

coneclado af monffar,  Por favor revise los cobles del vides anfes de encendero. 51

e energia 85 dada porla potencia de zalida del video, la unidad se dafara,

1. Bifte achiiefen Sle daz Gerdt mil dem Nedzgeral (DC 12V an. Die Toleraz der
Stromversorgung st 12 DG 2 10% {DC18,8V=13.2V], Abweichende Werla kinnen
0 Beschidigungon am Gardl Fihron.

Verkindan Sie dan Videa-Ausgang (BNC-Anschlul} mit deny Video-Eingang des
Monilors, Bevor Sle die Spannungsversorgung elnschalten, dberprifen Sie bifte dan
karrekten Anschiult des Video-Ausgangs, Falsche Angchlvdbelegungen kdnrain zu
Eoschddigungan an den Gerdlen fiihnan,

)




